


Mini8 Controller

Mechanical Details

Allow min 25mm
for terminals and

Allow min 25mm
___ above and below

each unit ‘._. cables
[ Mounting Information
° The Mini8 controller is intended to be horizontally
[ mounted on symmetrical DIN Rail to EN50022-35 or
) 35 x 35x 15
: 124mm 115mm

Odering Code

MINI8

Basic Product

|MINI8 Mini8 Controller

Control Loops

ACQ 10O Acquisition only
4LP 4 Control loops
8LP 8 Control loops
16LP 16 Control loops

Programs

OPRG  No programs
1PRG 1 programmer
XPRG  Multi programmer (Note 1)

[V 24vdc |

Accessories

A Communications

Application

Manual Language

MODBUS Modbus RTU
ISOLMBUS  Isolated Modbus RTU
DEVICENET  DeviceNet
PBUSRJ45 Profibus Ri45
(Note 7)
PBUS9PIN Profibus 9 Pin ‘D’
type (Note 7)
ENETMBUS  Ethernet Modbus/TCP
CANOPEN CANopen
DNETM12 Enhanced DeviceNet

Temperature Units

(03 Centigrade
F Fahrenheit

Il OSlots 1,2,3,4

STD No configuration

(Note 5)
FC8 8 Loop controller with
Analogue output
Slot 1 = TC8
Slot 4 = AO8
requires 250 wires

EC8 8 Loop plastics controller*

* Code ECB8 requires 250 wires and
Slot 1 =TC8, Slot 2 = CT3 or XXX,

Slot 3 =DO08, Slot 4 = DO8

ENG  English

FRA French

GER  German

SPA  Spain

ITA Italian

Configuration Software

NONE No CD

ITOOLS iTools CD & Mini8 Controller
documentation

30 30 User Wires
60 60 User Wires
120 120 User Wires
250 250 User Wires

XXX No module fitted

TC4 4 Ch TC input

TC8 8 Ch TC input

RT4 4 Ch RTD input

DI8 8 Ch logic input

AO4 4 Ch 4-20mA O/P (Note 2)
AO8 8 Ch 4-20mA O/P (Note 2)
DO8 8 Ch logic O/P

RL8 8 Ch relay O/P (Note 3)
CT3 3 Ch CT input (Note 4)

SubMin8/Mechanics/Mtgplate
SubMin8/Shunt/249R.1
SubMin8/Resistor/Term/Mbus/RJ45
SubMin8/Resistor/Term/PBus/RJ45
SubMin8/Cable/R145/3.0
SubMin8/Cable/RJ45/0.5
SubMin8/CD/std
SubMin8/Cable/Config
SubMin8/Manual/Inst
SubMin8/Manual/Eng

Bulkhead mounting plate
2.49Q 0.1% Burden resistor
Modbus load terminator
Profibus load terminator
Network 3.0m RS485 cable
Network 0.5m RS485 cable
Mini8 Config tools & manuals
Mini8 Config cable

Mini8 Installation booklet
Mini8 Engineering manual

Notes

1. If 4 Loops ordered 4 programmers are supplied; 8 or 16 loops ordered 8

programmers are supplied.
AO4/A08 in slot 4 only.

. RL8 in slots 2/3 only.

. Only 1 CT3 per Mini8.

[SIENEANN

logic outputs.
. CERT2 is 5 point calibration.
7. Profibus motherboard fitted.

o

. EC8 is a preconfigured version of Mini8 offering 8 control loops with Heat/Cool

Recipes

NONE No recipes
RCP 8 Recipes

XXXXX Standard
WL005 Extended

Calibration Certificates

XXXXX None

CERT1 Certificate of Conformity

CERT2 Factory input calibration
per input (Note 6)

Special

XXXXX Standard
EU0725 OEM Security
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