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Using Bridge with a direct PC to Recorder connection

This technical information sheet will explain the steps required to create a
Bridge session over a direct PC to recorder connection. It assumes Windows
XP, although the procedures are similar for other versions of Windows.

1. Connect the recorder to your PC’s LAN port using a crossover cable.

NOTE: A crossover cable must be used to make this connection.
A straight-through cable will not work.

2. In order for these devices to communicate, the IP addresses must be
configured properly. Most PCs are configured to be assigned an IP address by
a DHCP server. Since we are not connected to a DCHP server, we must
configure the address manually. We will assume that the recorder is
configured with the default IP address of 192.168.111.222 and subnet mask
of 255.255.255.0.

Recorder PC
IP Address 192.168.111.222 192.168.111.1
Subnet Mask 255.255.255.0 255.255.255.0

If you are not using the default recorder IP address, we will need to
determine a pair of IP addresses that are addressed within the same network,
i.e. are compatible with each other.
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Compatibility depends on the subnet mask. Generally, wherever there is a
255 in the subnet mask, the corresponding section of the connected device’s
IP address must be identical. For a subnet mask of 255.255.255.0, the first
three subsets of the IP address must be the same in the recorder and the PC.
Conversely, wherever there is a 0 in the subnet mask, the corresponding

section of the IP addresses must be different. The subnet mask in each device
must be identical.

3. To enter the IP address of the recorder
a. Log in as engineer.
b. Go to the operator page
c. Go to Network - Address
d. set IP address lookup to ‘Specify an IP address’
e. enter the desired IP address and subnet mask.

Network-Address u 11:10:54 AM
NHo Batch In Progress 883 1130/06

Archive | save/Restore | Config | Security | Network | System|

Enginser

Instrument number 20684 Address
MAC address 00:0A:8D:80:50:{ Name

IP address Innkup SPEDif}‘ an IP address ¥
IP address [192.168.111.222
Subnet mask 255.255.255.0
Default gateway 0.0.0.0
SNTP enable|

Appl]r_é Discard |

NG

F- T mA L il s o -

4. Now we must set the IP address of the PC.

a. Open the Network Connections window. This can be found in Start >
Settings - Control Panel.

b. Right-click on the Local Area Connection icon and select Properties.
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c. Select Network Protocol (TCP/IP) and click the Properties button.

[T Tocal Area Connection Properties | .2J&3

General I.Al.rtl'lerﬂ.iv_::atinn f .ﬁ.d_vanceﬁcii

Connect using:

| B8 3Com 30920 Integrated Fast Btheme

This connection uses the following tems:

gﬁient for Microsoft Networks
v .@. File and Printer Sharing for Microsoft Netwarks
] [0S Packet Schedulsr

Diescription

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

Show icon in notification area when connected
Motify me when this connection has limited or no connectivity

oK || Cancel
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d. Click on the Alternate Configuration tab, and select the User
Configured radio button. Enter an IP address that is compatible with the
recorder’s IP address. Note that if you are using an earlier version of
Windows, you may not have an Alternate Configuration tab. You should
still have some sort of user configured option. The advantage of using
the Alternate Configuration is that your PC will still be addressed
normally (by a DHCP server) when one is available (for example, when

you connect to your company’s intranet).

Internet Protocol (TCP/IP) Properties E-':_J

!

General | Atemate Configuration

ff this computeris used on more than one network, enterthe attemate IP
settings below.

{") Automatic private P address
{®) User corfigured
IF address: [ 192 168 . 111 . 001

Subnet maskh: 25h. . 250 .

(%]
L
en
(=]

Diefault gateway:

Prefemed DMS server:

Altemate DMNS server:

Prefered WIMNS server:

Altemate WINS server:

| ok || GCanesl

e. Press OK to save your changes.

f. Changes to a PC’s IP configuration do not always take effect
immediately. To check if the change has been made, we will open a
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command prompt. To do this, go to Start > Run, type
in ‘cmd’ without the quotes, and press OK. EUROTHERM

g. In the CMD window, type in ipconfig and press enter. You should see
something like this:

B8 Command Prompt ﬂﬂ

Microsoft Windows P [Uersion 5.1.26801
CC» Copuyright 1985-2801 Microsoft Corp.

H:vw>c:
C:~>ripoconfig

Windows IP Configuration

Ethernet adapter Local Area Connection:

Connection—specific DNS Suwffix . : eurotherm_local
IP Address. . . . - -« « . & -« . - = 149.121.3.62
Subnet Mask . . . . . . . . . . . & 255.255.252.8
Default Gateway . . . . . . . . . = 14%.121.2.1

h. If the information matches the entries you made in step d, then you
can move on to step 4. If not, we can force the PC to make the change.

i. Still at the command prompt, type in the following and press enter:
ipconfig /release
when that command is finished, type in the following and press enter:

ipconfig /renew

This will probably take a minute or two to complete. When it does, it
will probably return an error. This is OK, its actually exactly what we
want to happen. The PC was looking for a DHCP server to give it an IP
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address, and when it couldn’t find one, it should default to the alternate
configuration we specified earlier. If you are using an earlier version of
Windows, you may not get this error.

To check that we now have the proper IP address, type in the following
and press enter:

ipconfig
The output should now match the IP address you entered in step d.

The above steps should look something like this:

| B Command Prompt ﬂnlﬂ

nripoonfig srelease

Windows IF Configuration

Ethernet adapter Local Area Connection:

Connection—=specific DNE Suffix
IF Addres=s. . . . .

Subnet Mask . . . .

Default Gateway .

wripoconfig Arenew
Windows IF Configuration

n error occurred while renewing interface Local Area Connection : wunahle to con
act your DHCP server. Request has timed out.

C=“>ipconfig

Jindows IP Configuration

Ethernet adapter Local Area Connection:

Connection—=specific DNE Suffix
Autoconfiguration IP Address. .
Subnet Mask . . . . . . . . o .
Default Gateway . . . . . . . .

122.168.111 .1
255.255.255.8
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4. We are now ready to start a Bridge session.

a. First, open Bridge. You can find it under Start > Programs >
Eurotherm - Bridge.

b. In the Host Name box, type in the IP address of the recorder.
Again, the default is 192.168.111.222

c. The default user login is engineer, with no password required.

“ﬁs Remaote Viewer Configuration E]@

Hostname |192.168.111.222

Username |engineer

Car Alarm »

! i None p—

Password required |  Startaslite | Channel Alarm Sound Police Siren v
£ ?

START

Bridge should now connect to the recorder.
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